
YE-291 真空加硫机(箱式) Vavuum Vulcanize and Setting Machine 

 

1. 真空定型，使鞋面与楦头充分的吻合，提高鞋子的美观程度。 

2. 推车式进出料节约鞋楦，降低制造成本。 

3. 密闭式加硫系统，节约热能。 

4. 体积小、噪声低 、除皱双循环系统。 

 

1. This machine is designed with sealed heating device, vacuum setting in good shape, well fit with the last. Standard timing for 

vacuum is 3 to 5 minutes and the temperature also adjustable according to material usage.  

2. Temperature adjustable due to different material of toe and heel to reach the best result.  

3. If leave the shoes cool for 10 to 15 minutes after sole pressing, the counter of the shoes will be more rigid and easy for last 

slipping.  

4. To add the steam air to leather or canvas uppers during the process can upgrade the quality of uppers.  

5. This machine can keep the settled shoes in constant good shape.  

6. This machine can save time, power and operating costs. This machine can save power consumption and also has very low 

noise to create comfortable working atmosphere. 

 

机械尺寸 Dimensions 重量 Weight 电压 Voltage 功率 Power 空压源 Air pressure 产量 Capacity 

1200X1380X1850mm 800kg 380V/50HZ 8kw 0.6MPa 1500Pairs/8H 

 

 

 

 

 

 


